
The bidirectional remote control-capable 
occupancy detector that not only switches lighting,

but also provides light itself.

B.E.G. LUXOMAT®

PD2N with LED technique

The luminous occupancy detector



 www.beg-luxomat.com 
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LUXOMAT®

Technical data

Motion detection combined with 
orientation lighting
For the first time, the functionality of a ceiling occupancy detector 

is being combined with LED orientation lighting in a single housing 

with this new development. The LED orientation lighting is designed 

here as an illuminated ring around the sensor lens. After automatic 

switch-off of the main light, the orientation light can be activated 

for an adjustable time or even permanently. 

The occupancy detector with a detection range of 10 m provides a 

variety of options for individual adaptation to the local conditions 

in addition to the integrated daylight control. 

All parameters can be set to values suitable to individual needs 

and read out via compatible smartphones using the B.E.G. remote 

control app in combination with the IR adapter.

To extend the occupancy detector's range, it can simply be connected 

to additional PD2N-LED configured as slave devices. The combination 

of orientation lighting and automatic lighting control provides a 

considerable increase in comfort and energy savings.

  Power supply: 110 - 240 V AC, 50/60 Hz

  LED light ring: 6 LED 0.25 W

  Channel 1 (lighting control): max. 2300 W

  360° detection area

  Range: max. Ø 10 m

  Protection degree: IP20 / Class II

  Ambient temperature: -20 °C to +40 °C 

  �Bidirectional remote control-capable with neccessary 
IR-Adapter for Smartphones (only Samsung or iPhone)

PD2N-M-1C-LED-FC
Part no. 94055

 
Application

If the light is switched on in a dark room, your eyes have to suddenly 

get accustomed to the light. It is much more pleasant, if the orientation 

light is already active in the room. The energy-saving LEDs provide 

for soft light in this regard.

The PD2N-M-1C-LED detector provides two ways to activate the main 

light: it is either activated when motion is detected (full automatic 

mode) or it has to be consciously activated using a wall switch when 

entering the room (semi-automatic mode).

Main light Orientation light Night light
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IR-Adapter 
for Smartphones 
Part no. 92726


